
 

取扱説明書 
 

エアフィルタ          ALF800C-10,ALF800C-10D,ALF800C-10L,ALF800C-10DL 

ミストセパレータ        ASF650C-10,ASF650C-10D,ASF650C-10L,ASF650C-10DL 

マイクロミストセパレータ    AMF500C-10,AMF500C-10D,AMF500C-10L,AMF500C-10DL 
 

・ご使用に際しましては、本書をご一読くださいますようお願い致します。 
また、製品の構造、仕様等については図面、カタログまたは製品資料をご覧ください。 

・この取扱説明書の内容は、予告なしに変更する場合がありますので、あらかじめご了承ください。 
 

型式表示方法 
   ALF       800C    -    10         D 
シリーズ型式 定格流量  最高使用圧力  ノーマルクローズ 

             L／min(ANR)   MPa     オートドレン付 

特長 
圧縮空気中の異物やオイルミストを分離除去します。 
シリーズ型式 シリーズ名称 ろ過度 出口側オイルミスト濃度 

ALF エアフィルタ 5μm － 
ASF ミストセパレータ 0.3μm 0.8ppm （フィルタ入口：24ppm 時） 
AMF マイクロミストセパレータ 0.01μm 0.08ppm（フィルタ入口：24ppm 時） 

 
ご使用上の注意 
フィルタを正しくお使いいただくために次のことを必ずお守りください｡ 
①次のような環境で使用しないでください。 

 

 

 

 

 

 

 

 

 

②次のような条件で使わないでください。 

            

 

 

 

 

 

 

 

 
 
 
 
 
 

警告 

このような環境で
使用すると壊れる
原因になります｡ 

腐食性ガス 
＋ 

有機溶剤の雰囲気 

 
60℃より高温 

振動、衝撃 

-5℃より低温 

化学薬品 

 

 空気以外ダメ！ 

圧縮空気以外の流体 
空気圧力が 0.05MPa 以下や 1.0MPa 以上 

オートドレン付きは最低使用圧力 0.15MPa 

警告 

このような環境で 
使用するとエレメ 
ントが破損します。 

！ 

逆流不可! 

0.1MPa 以上の圧力降下が 
断続的に生じる場所 

空気が逆流する場所 定格流量オーバー

！ 

警告 

このような環境で使用する
と壊れる原因になります。
壊れると、破片が飛びけが
をします。 

！ 

 Min. 0.05 MPa 
Max. 1.0 MPa 
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OPERATION MANUAL 
 

Air filter           ALF800C-10,ALF800C-10D,ALF800C-10L,ALF800C-10DL 

Mist separator         ASF650C-10,ASF650C-10D,ASF650C-10L,ASF650C-10DL 

Micro mist separator       AMF500C-10,AMF500C-10D,AMF500C-10L,AMF500C-10DL 
 

To get the best performance from your purchase, be sure to read this manual carefully 
before use. 
Refer drawings or catalogue for construction and specifications. 

  understand this operation manual will be revised without notification. 
 

MODEL INDENTIFICATION SYMBOL 
   ALF       800C    -      10               D 

Series model number Rated flow  Max. operating pressure With Normally 
             L／min(ANR)   MPa             Open auto drain 

MERITS 
Separate and remove foreign material and oil mist contained in compressed air. 
Series model 

number 
Series discription Filtration 

rating 
Outlet Oil mist concentration  

 
ALF Air filter 5μm － 
ASF Mist separator 0.3μm 0.8ppm （Filter inlet：at 24ppm） 
AMF Micro mist separator 0.01μm 0.08ppm（Filter inlet：at 24ppm） 

 
HINTS ON CORRECT USE 
Keep following to operate filter properly.. 
① Do not use under following environment. 
 

 

 

 

 

 

 

 

 

② Do not use under following conditions. 

            

 

 

 

 

 

 

 

 
 
 
 
 

Warning 

Following 
environments lead 
to cause breakage. 
 

Corrosive gas 

+ Atmosphere 
Environment 

Higher temp. 

 than 60℃ 

Vibration , Impact 

Environment 

Lower temp. 

than -5℃ 

Chemicals 

 

 Air only！ 

Fluid other than compressed air 
Air pressure ≦ 0.05MPa and ≧ 1.0MPa 

For with auto drain : Min. operating pressure 0.15MPa 

Warning 

Following 
Conditions 
Cause element 
Breakage. 
 

！ 
No back flow 

Place where more than 
0.1MPa of intermittent 
Pressure drop occurs 

Over rated low 

Warning 

Following environments 
lead to cause breakage. 
Broken piaces injuring 
if broken. 
 

 

！ 

 Min. 0.05 MPa 
Max. 1.0 MPa 

Place where air flows backwards 

！ 
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本製品に関するご不明な点は御購入いただいた販売店又は、

最寄りの弊社事業所へ問合わせ下さい。 

 
③設置上の注意                            
・配管は水平に        ・漏れのないように   
・設置は垂直に        ・ドレン配管は 5m 以内､φ4以上(内径)､φ10(外径) 
・配管内のフラッシング   ・製品の下側には、エレメントの交換やドレン抜きのための 
・立ち上がり配管は行わない  スペースを設けて下さい。 
 
保守について 
エレメントの交換時期は次のどちらか早い方となります。 

① 圧力降下が 0.1MPa に達した時  
②使用開始から 2年経過時   

 

 

 

 

 

 
 
【エレメントの交換手順】 
まず、ボディ内部の圧力を抜いてください。（圧力を 0 MPa にする） 

ALF の場合(図 1参照) 
〈 分解 〉                          
① エレメントアセンブリを左右どちらかに 90度回転させて 
エレメントアセンブリを取り外す。 

②バッフルを矢印の向きに回転させてエレメントを取り外す。 
〈 組立 〉 
①エレメントをデフレクタに装着し、 
  バッフルを図の方向に回しながら固定する。 
②エレメントアセンブリをケースアセンブリに装着後、 
 エレメントアセンブリを左右どちらかに 90 度回転させて、 
 エレメントアセンブリの凸部とケースアセンブリの凹部を 
 勘合させる。 
 
ASF/AMF の場合 
①エレメントの丸ペンチ掛け部に丸ペンチを掛けて、 

  左回転させて取り外す。 
②エレメントを交換し、エレメントの丸ペンチ掛け部に                     
丸ペンチを掛けて、左回転させて取り付ける。 
締付トルク：0.35±0.05N・m 
 

・エレメント交換時にケースパッキンとバッフル(ALF の場合)を 

交換することを推奨します。 

・ドレンコック付製品のドレンコックの開閉は 

手動で行ってください。 

工具などを使用しますと、破損の原因になります。 

 

 

 

 

 

 

 

 

 

製品品番 ｴﾚﾒﾝﾄ品番 ｹｰｽﾊﾟｯｷﾝ品番 ﾊﾞｯﾌﾙ品番 

ALF800C-10(L) 9AF40P-060S 9C42FP-260S 9AF44P-040S 
ALF800C-10D(L) 9AF40P-060S 9C42FP-260S 9AF44P-040S 

ASF650C-10(L) 9AFM40P-060AS 9C42FP-260S ― 
ASF650C-10D(L) 9AFM40P-060AS 9C42FP-260S ― 
AMF500C-10(L) 9AFD40P-060AS 9C42FP-260S ― 
AMF500C-10D(L) 9AFD40P-060AS 9C42FP-260S ― 

 

ﾎﾞﾃﾞｨ 

ﾃﾞﾌﾚｸﾀ“O”ﾘﾝｸﾞ 

ﾃﾞﾌﾚｸﾀ 

ｴﾚﾒﾝﾄ 

ｹｰｽﾊﾟｯｷﾝ 

ｹｰｽｱｾﾝﾌﾞﾘ 

ﾊﾞｯﾌﾙ 

ﾃﾝｼｮﾝﾎﾞﾙﾄ 

ALF              ASF/AMF 

 
 

90 度回転 

取外し 

取付 

 

凹部 

凸部 

90 度回転 

図 1〈 ALF の分解/組付 〉 

ｴﾚﾒﾝﾄｱｾﾝﾌﾞﾘ 
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Please contact to your local supplier or 

our sales office, 

if you have any questions. 

③ Precautions for installation                            
・Pipe horizontally.                  ・Ensure no leakage. 
・Install vertically.                 ・Drain piping : ≦ 5m, ≧φ4(ID),φ10(OD) 
・Flush inside of pipings with air.  ・Provide space for replacement of 
・Do not pipe upwardly.                 The element and drain release 

underneath the product. 

MAINTENANCE 
Replace the element when one of followings occurs. 

① Pressure drop reaches 0.1 MPa. 
② Element operates for 2 years. 

 

 

 

 

 

 

 

 
【How to replace the element】 

First, discharge the pressure in the body. （Make pressure to 0 MPa） 

For ALF 
〈 Disassembly 〉(Refer to FIG.1) 
① Rotates to either right or left 90° 

and the element assembly is detached. 
② The baffle is rotated to the direction  

of the arrow and the element is detached. 
〈 Assembly 〉 
① The element is attached to the deflector,  

and fixed into position in the direction shown. 
② To attach element assembly to the bowl assembly. 
 Concave of the bowl assembly is combined with  
convex of the element assembly. 

 Rotate to either right and left by 90°. 
 

For ASF/AMF 
① Put the end of a pair of round-nose pliers to the  

Hole at the bottom of the element. 
 ② Replace the element, and put the end of 
   the pair of round-nose pliers into the hole at the 
     bottom of the element, and turn it to the right to mount it. 

Tightening torque: 0.35 +/- 0.05N・m 
 
・It is recommended to replace the Bowl seal and the baffle (for ALF) 
  when replacing the element. 
・The drain cock of the filter with a drain cock 
should be opened and closed by hand. 
It will cause damage of the product  
If it is done with a tool, etc. 

 

 

 

 

 
 
 
 

 

Model number 
Element 

Part number 
Bowl seal 
Part number 

Baffle 
Part number 

ALF800C-10(L) 9AF40P-060S 9C42FP-260S 9AF44P-040S 
ALF800C-10D(L) 9AF40P-060S 9C42FP-260S 9AF44P-040S 

ASF650C-10(L) 9AFM40P-060AS 9C42FP-260S ― 
ASF650C-10D(L) 9AFM40P-060AS 9C42FP-260S ― 
AMF500C-10(L) 9AFD40P-060AS 9C42FP-260S ― 
AMF500C-10D(L) 9AFD40P-060AS 9C42FP-260S ― 

 

Baffle 

Body 

Deflector O-ring 

Deflector 

Element 

Bowl seal 

Bowl assembly 

Rod 

ALF              ASF/AMF 

Baffle 

 
 

90° rotation 

Detach 

Mount 

 

90° rotation 

FIG.1〈 For ALF Disassembly / Assembly 〉 

 
Element assembly 

Concave 

Convex 
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